
Heavy Equipment Attachments & 
Guarding

*Loading & Sorting
*Excellent visibility
*HDX torque tube design
*Pin on or Master Hitch hookup style
*Replacement pin-on or weld on tips
*High wear durability on all components
*Short Wood (Pelican) grapples also available

**Inquire with your local dealer for your**
** grapple details**



Weights & 
Specifications

May Vary By Model

Your Heavy Equipment Attachment
& Guarding Experts

12875 – 85th Avenue
Surrey, British Columbia

Canada
V3W 0K8

(604)591-6184
www.accuratefabricating.com
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ACC10 4” 75” 57.75” 13.5” 39.5” 42” 7’ 1,800 3” 

ACC15 4” 82” 77.75” 13.8” 46.25” 46.38” 9’ 2,900 3”

ACC19 4” 83” 74.75” 16.5” 52” 49” 11.5’ 3,400 4”

ACC21 4” 89” 75” 16.5” 52” 53.5” 13.25’ 3,900 4”

ACC23 4” 94” 86.25” 16” 55” 54.5” 13.5’ 4,050 4”

ACC25 4” 95” 91” 16” 58.5” 58” 14.5’ 4,550 4”

ACC26 8” 109” 91.5” 22.5” 62.5” 61.5” 18.5’ 5,900 4.5”

ACC28 8” 109” 94.5” 22.5” 63.75” 61.5” 19.5’ 7,200 4.5”

ACC30 9.5” 110” 101” 31.75” 73.5” 58” 20’ 8,700 5” 

ACC33 9.5” 116.25” 96.5” 32” 68” 70” 22.5’ 9,800 5.5” 

ACC38 10” 122.75” 118.5” 33” 80” 83” 26.5’ 11,500 6”

Contact your local dealer or visit: 
www.accuratefabricating.com

Machine Guarding Also Available:
-Cab Window & Door Guarding
-Radiator Guarding
-Fuel Tank & Under Frame Belly Guarding
-Cylinder Guarding


	Log Grapple Brochure -  (Back)
	Log Grapple Brochure - (Front)

